In view of the problems that have not been solved or studied in the previous studies of cascade Energy Storage Operation Chart (ESOC), based on a brief description of the composition, principle, drawing methods, and simulation methods of ESOC, the following innovative work has been done in this paper. Firstly, considering the inconsistency of inflow frequency of upstream and downstream watershed in selecting the typical dry years, a novel optimization model for selecting the overall inflow process considering the integrity of watershed was proposed, which aimed at minimizing the sum of squares of inflow frequency differences. Secondly, aiming at the influence of output coefficients (including number and values) on the results of ESOC, this paper proposed a new method to construct the initial solution of output coefficients and established an optimization model of output coefficients based on progressive optimality algorithms. Thirdly, to the optimization of ESOC with multi-year regulating reservoir, a discrete optimization model of drawdown level was constructed based on the idea of ergodic optimization. On these bases, taking the seven reservoirs in the Yalong River basin of China as an example, the typical dry years considering the inflow frequency inconsistency, the optimal output coefficients of ESOC and the optimal end-of-year drawdown level of a multi-year regulating reservoir (Lianghekou) were obtained, and compared with the previous research results, the ESOC optimized in this paper can increase the total power generation of the cascade system by 9% under the condition that the guaranteed rate did not change much. Furthermore, the difference of the optimal end-of-year drawdown levels between the cascade joint operation and single reservoir operation was discussed for the Lianghekou reservoir at the end of the case study. The obtained results were of great significance for guiding the actual operation of cascade reservoirs.
Introduction
As a renewable and clean energy [1, 2] , hydropower energy is a kind of high quality and efficient energy which is being vigorously developed all over the world [3] . Its development and utilization is mainly through the construction of reservoirs to concentrate and raise water head, so that the water energy can be efficiently converted into electricity. In recent years, with the construction and operation objectives of flood control, energy generation, and ecological flow, a multi-objective ESOC optimization model for large-scale mixed reservoirs was established.
However, in the above researches, although many achievements have been made in the drawing, simulation application, and optimization of ESOC, several problems have not been taken into account. Firstly, there is no specific method for choosing a typical dry year. Especially for the inconsistency of inflow frequencies of upstream and downstream, there is no relevant research and discussion, which is very prominent when the basin area is large. Secondly, the optimization of output coefficients has not been considered in detail. Although the optimization of output coefficients has been studied in the literature by Jiang et al. [30] , it did not put forward a complete optimization idea or optimization process. Thirdly, for the cascade reservoir system with multi-year regulating reservoirs, the end-of-year drawdown level of multi-year regulating reservoirs should be taken into account. However, previous studies did not involve the multi-year regulating reservoirs.
In view of this, on the basis of previous studies, aiming at the unsolved or unstudied problems, taking the cascade system of 7 reservoirs in the Yalong River basin as an example, this paper specifically studies the optimal selection of typical dry years considering the inflow frequencies inconsistency of upstream and downstream, the optimization of the output coefficients of ESOC, and the optimization of ESOC for cascade reservoirs with multi-year regulating reservoir. The goals are to further improve the related research of ESOC on the basis of the previous researches and promote the development of joint optimal operation of cascade reservoirs.
Methodology

Drawing and Simulation of ESOC
ESOC is a commonly used medium-and long-term joint dispatching method for cascade reservoirs, which consists of two basic operation curves, several increased and reduced output curves. These output curves divide the ESOC into several output zones, including the guaranteed output zone, the increased output zones, and the reduced output zones. ESOCs are usually obtained by an inverse regulation calculation using the typical runoff of dry years. In order to distribute the total output of cascade system to each power station in the drawing process, the discriminant coefficient method is used.
Maximizing the power generation and minimizing the energy loss by determining the best order of reservoirs in storing water or supplying water is the principle of discriminant coefficient method. The optimal order of water storage or water supply for cascade reservoirs can be calculated by the following formula.
where K t i is the discriminant coefficient of the ith reservoir in the tth stage; i is the index of reservoir;
t is the index of operation stage; W t i is the natural inflow water of the ith reservoir in the tth stage;
V j avai,t is the available water of the jth reservoir in the tth stage; A t i is average water surface area of the ith reservoir in the tth stage; H i t is average water level of the ith reservoir in the tth stage; n is the total number of reservoirs in the cascade system, reservoirs are numbered 0, 1, 2, . . . , n from upstream to downstream.
In general, if the cascade system is going to store water, the best reservoir for water storage is the one that has the maximum K i t . Similarly, if the cascade system is going to supply water, the best reservoir for water supply is the one that has the minimum K i t . The detailed analysis and derivation about this formula can be found in literatures by Jiang et al. [30] .
As mentioned earlier, the ESOC mainly includes the basic operation curves, the increased and the reduced output curves. Specifically, assuming that a total of Y typical dry years are selected through the method of the following Section 2.2, the details of drawing the upper and lower basic output curves can be shown in Figure 1 [33] , in which the y is the index of typical year, T is the total number of Energies 2019, 12, 3814 4 of 20 operation stages, and t is the index of operation stage. In addition, considering the output coefficients optimization of ESOC described in Section 2.3, the details of drawing the increased and reduced output curves can be shown in Figure 2 [33] . s 2019, 12, x FOR PEER REVIEW 4 cients optimization of ESOC described in Section 2.3, the details of drawing the increased ed output curves can be shown in Figure 2 [33] . In Figure 2 , the total energy storage ESt of the cascade system is calculated by Formula (2), where γ is the specific gravity of water and ES i t is the energy storage of ith reservoir in the tth stage. The meanings of other variables in Formula (2) are the same as Formula (1).
After obtaining the ESOC, the simulation calculation is usually carried out using the long series of runoff data, to obtain the annual average power generation and guaranteed rate and other indicators. The simulation processes can be described as follows:
Firstly, calculate the total energy storage ESt of the cascade system by Formula (2) . Secondly, get an output from ESOC by ESt, suppose its TLt,chart, and calculate the total output of cascade system by natural inflow, suppose its TLt,inflow. Thirdly, according to the relationship between TLt,inflow and TLt,chart, judging whether the cascade system is going to store water or supply water, and the corresponding operation can be carried out in the following three situations.
(1) If TLt,inflow > TLt,chart, then the cascade system is going to store water, the reservoir that has maximum K i t begins to store water first, until the calculated total output is equal to TLt,chart. If this reservoir is filled up and the output has not yet reached TLt,chart, then the reservoir that has the second largest K i t begins to store water. (2) If TLt,chart > TLt,inflow, then the cascade system is going to supply water, the reservoir that has minimum K i t begins to supply water first, until the calculated total output is equal to TLt,chart. If this reservoir is emptied and the output has not yet reached TLt,chart, then the reservoir that has In Figure 2 , the total energy storage ES t of the cascade system is calculated by Formula (2), where γ is the specific gravity of water and ES i t is the energy storage of ith reservoir in the tth stage. The meanings of other variables in Formula (2) are the same as Formula (1).
Firstly, calculate the total energy storage ES t of the cascade system by Formula (2) . Secondly, get an output from ESOC by ES t , suppose its TL t,chart , and calculate the total output of cascade system by natural inflow, suppose its TL t,inflow . Thirdly, according to the relationship between TL t,inflow and TL t,chart , judging whether the cascade system is going to store water or supply water, and the corresponding operation can be carried out in the following three situations.
(1) If TL t,inflow > TL t,chart , then the cascade system is going to store water, the reservoir that has maximum K i t begins to store water first, until the calculated total output is equal to TL t,chart . If this reservoir is filled up and the output has not yet reached TL t,chart , then the reservoir that has the second largest K i t begins to store water. (2) If TL t,chart > TL t,inflow , then the cascade system is going to supply water, the reservoir that has minimum K i t begins to supply water first, until the calculated total output is equal to TL t,chart . If this reservoir is emptied and the output has not yet reached TL t,chart , then the reservoir that has the second smallest K i t begins to supply water. (3) If TL t,chart = TL t,inflow , then there is no water supply or water storage, thus the system produces hydropower by natural inflow only.
More detailed description on the drawing and simulation of ESOC based on DCM can be found in the literatures by Jiang et al. [30, 33] . In the above-mentioned drawing process of ESOCs, there are the following difficulties. (1) Selection of typical dry years considering the whole basin. (2) Determination of the number and output values of the increased and reduced output curves, that is, the optimization of the output coefficients of ESOC. (3) If there are multi-year regulating reservoirs in the cascade system, the drawdown level of the multi-year regulating reservoirs should also be considered.
Selection of Typical Dry Years Considering the Inflow Frequency Inconsistency
An important input in drawing ESOC is the typical runoff of dry years. Therefore, in order to get a reasonable ESOC, it is necessary to select a set of runoff processes of typical dry years, and try to make the inflow frequency of upstream and downstream consistent or not much different. In fact, when the basin area is large, the inflow frequency of upstream and downstream stations is often inconsistent at the same time. For example, when the inflow frequency of upstream station is 70%, the inflow frequency of downstream station at the same time may be 50%, which causes the inflow frequency inconsistency of upstream and downstream stations. In practical applications, it is very difficult or even impossible to make the inflow frequency of upstream and downstream stations exactly the same. The drawing of ESOC is based on the whole river basin, so how to consider the inflow frequency inconsistency of different stations in selecting the typical dry years is the key to getting reasonable ESOC.
According to the conventional method, the total annual runoff of each station can be obtained by summing up the ten-day or monthly runoff of each year, and then the empirical inflow frequency of each station can be obtained by calculating the frequency of the total annual runoff. The empirical frequency formula is shown in Formula (3).
where m is the corresponding index number of the year after the total annual runoff is sorted by descending order, and M is the total number of hydrological years. After getting the results of the inflow frequency of each station, it is necessary to calculate the overall inflow frequency of the whole river basin. Because the upstream and downstream inflow frequencies are usually not consistent in the same year in a river basin, it is impossible to find an overall inflow process that is fully consistent with the inflow frequencies of upstream and downstream. We can only find an overall inflow process with the smallest difference between the upstream and downstream inflow frequencies.
Specifically, set i as the index number of hydropower stationand y as the index number of hydrological years. The actual inflow frequency of each station in the yth year is P i y , which is obtained by its own frequency arrangement. If we want to get the optimal inflow process of the whole basin under a certain frequency P s , it is equivalent to calculating the y corresponding to the smallest e y , which is shown in Formula (4).
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The above method is to deduce the best inflow process of the whole basin corresponding to the specific frequency P s (a year). Conversely, a similar method can be used to derive the overall inflow frequency of each year for the river basin, such as the actual inflow frequency of the whole river basin in the y year. The steps are as follows.
Step 1: Discretize the possible range of inflow frequency into S discretized values, and get P 1 , P 2 , . . . , P S .
Step 2: Obtain the corresponding P i y (I = 1, 2, . . . , n) of each station according to the actual inflow in the y year of the basin.
Step 3: For each Ps (s = 1, 2, . . . , S), calculate the e s y (s = 1, 2, . . . , S) by formula (4).
Step 4: Obtain the actual inflow frequency Ps * of the whole basin in y year by finding the s that corresponds to the minimum e s y .
Through the above steps, the overall inflow frequency of each year of the whole basin can be obtained, from which the typical runoff processes of dry years can be selected to draw the ESOC.
Optimization of Output Coefficients for Energy Storage Operation Chart
One of the difficulties in drawing the ESOC is to determine the reasonable output coefficients, which has a direct impact on the output of each stage of ESOC in the application. The determination of output coefficients includes two aspects. One is the determination of the number of output coefficients, and the other is the determination of the value of each output curve.
In order to determine the reasonable output coefficients of ESOC, this paper adopts the POA to optimize the output coefficients. The idea is to get an initial solution (including the number of curves and the value of each curve) within the feasible range, and then use POA to optimize it [35, 36] . In an optimization process, when a point is optimized, its discrete range is the corresponding range of former point and latter point. In the optimization, we divide the range uniformly into a series of discrete points, and simulate each discrete point under the condition that other output coefficients remain unchanged, so as to obtain the corresponding power generation, and finally select the discrete point corresponding to the maximum power generation by comparison [37] . The distance between these two discrete points is called a discrete interval. The optimization diagram is shown in Figure 3 . In the process of optimization, the number of output coefficients and the corresponding values are updated step by step, and finally the optimal output coefficients can be obtained. Step2: Obtain the corresponding Pi y (i=1, 2, …, n) of each station according to the actual inflow in the y year of the basin.
Step3: For each Ps (s=1, 2, …, S), calculate the e s y (s=1, 2, …, S) by formula (4).
Step4: Obtain the actual inflow frequency Ps * of the whole basin in y year by finding the s that corresponds to the minimum e s y. Through the above steps, the overall inflow frequency of each year of the whole basin can be obtained, from which the typical runoff processes of dry years can be selected to draw the ESOC.
In order to determine the reasonable output coefficients of ESOC, this paper adopts the POA to optimize the output coefficients. The idea is to get an initial solution (including the number of curves and the value of each curve) within the feasible range, and then use POA to optimize it [35, 36] . In an optimization process, when a point is optimized, its discrete range is the corresponding range of former point and latter point. In the optimization, we divide the range uniformly into a series of discrete points, and simulate each discrete point under the condition that other output coefficients remain unchanged, so as to obtain the corresponding power generation, and finally select the discrete point corresponding to the maximum power generation by comparison [37] . The distance between these two discrete points is called a discrete interval. The optimization diagram is shown in Figure 3 . In the process of optimization, the number of output coefficients and the corresponding values are updated step by step, and finally the optimal output coefficients can be obtained. In the above-mentioned method, the updating of the number of output coefficients mainly means that, for two or several coefficients which are identical or very close to each other after a certain optimization, only one of them can be selected and retained. So it is equivalent to optimizing the In the above-mentioned method, the updating of the number of output coefficients mainly means that, for two or several coefficients which are identical or very close to each other after a certain optimization, only one of them can be selected and retained. So it is equivalent to optimizing the number of output curves.
In order to avoid the influence of initial solutions on the results, we constructed an initial solution generation method based on the characteristics of output coefficients and their possible upper and lower limits. The characteristics of output coefficients are as follows:
(1) In the output coefficients, there are two points equal to 1, which correspond to the basic operation curves, i.e., guaranteed output zone. This is a fixed value. (2) In order to avoid the intersection of output curves, the output coefficient decreases in turn (or increases in turn), i.e., two adjacent output values are separated by at least one discrete interval.
Through the above characteristics, the possible space of the initial solution can be obtained, as shown in Figure 4 , where the red dot line represents the upper and lower bounds of the output coefficients. Two horizontal points represent the upper and lower basic operation curves. The gray and light blue dot lines represent an initial solution within the allowable range, respectively. In order to avoid the intersection of the operation curves, the upper boundary line decreases gradually with a discrete interval at the maximum output coefficient in the increased output zone and at the output coefficient of the lower basic operation curve in the reduced output zone. Similarly, the lower boundary line increases gradually with a discrete interval at the output coefficient of the upper basic operation curve in the increased output zone and at the zero value point in the reduced output zone. As can be seen from Figure 4 , the determination of the upper and lower bounds only needs to determine the maximum output and the size of a discrete interval. operation curves, i.e., guaranteed output zone. This is a fixed value. (2) In order to avoid the intersection of output curves, the output coefficient decreases in turn (or increases in turn), i.e., two adjacent output values are separated by at least one discrete interval. Through the above characteristics, the possible space of the initial solution can be obtained, as shown in Figure 4 , where the red dot line represents the upper and lower bounds of the output coefficients. Two horizontal points represent the upper and lower basic operation curves. The gray and light blue dot lines represent an initial solution within the allowable range, respectively. In order to avoid the intersection of the operation curves, the upper boundary line decreases gradually with a discrete interval at the maximum output coefficient in the increased output zone and at the output coefficient of the lower basic operation curve in the reduced output zone. Similarly, the lower boundary line increases gradually with a discrete interval at the output coefficient of the upper basic operation curve in the increased output zone and at the zero value point in the reduced output zone. As can be seen from Figure 4 , the determination of the upper and lower bounds only needs to determine the maximum output and the size of a discrete interval. The steps to construct an initial solution are as follows:
Step 1: For the first point, randomly generate a value within the upper and lower boundary of the output coefficient to form the first point N(1).
Step 2: For the second point of the output coefficient, randomly generate a value in the interval [Lower, N(1)] to form the second point N(2).
Step 3: Similarly, for the lth point, randomly generate a value in the interval [N(l-1), Lower] to form the lth point N(l).
Step 4: Repeat step 3 to get an initial solution N(1),
For an initial solution, the whole process of output coefficients optimization can be represented The steps to construct an initial solution are as follows:
Step 2: For the second point of the output coefficient, randomly generate a value in the interval [Lower, N(1)] to form the second point N(2). Step 3: Similarly, for the lth point, randomly generate a value in the interval [N(l-1), Lower] to form the lth point N(l).
Step 4: Repeat step 3 to get an initial solution N(1), N(2), . . . , N(l), . . . , N(L).
For an initial solution, the whole process of output coefficients optimization can be represented by Figure 5 . 
Optimization of Drawdown Level for Multi-Year Regulating Reservoir
In the previous studies of ESOC, the reservoirs involved are mainly the annual or seasonal regulating reservoirs, and the multi-year regulating reservoirs are not involved. After the multi-year regulating reservoirs involved, the situation will be changed. This is because, generally speaking, in the single reservoir operation, the water level of multi-year regulating reservoirs will not be drawn down to a dead level at the end of the year, as there is a need to retain a part of the water for usage in later years. Therefore, the end-of-year drawdown level of the reservoir should be taken into account when the multi-year regulating reservoir is involved in the process of drawing the ESOC.
In order to determine the optimum drawdown level, we can firstly determine a series of discrete values of the drawdown level according to the possible range of the water level at the end of the year, 
In order to determine the optimum drawdown level, we can firstly determine a series of discrete values of the drawdown level according to the possible range of the water level at the end of the year, and then draw the corresponding ESOC for each level, and carry out the simulation operation and get the power generation, and select the optimum drawdown level according to the total power generation of cascade system at last. The specific implementation process can be shown in Figure 6 . 
Case Study
Basin Introduction and Basic Data
Yalong River, the largest tributary of Jinsha River, originated in Yushu County, Qinghai Province. The whole length of the main river is 1571 km, the area of the basin is about 136,000 km 2 , and the natural drop is about 3830 m. The average annual flow at the estuary is 1910 m 3 /s, with an annual runoff volume of nearly 60 billion m 3 , accounting for 13.3% of the total water in the upper reaches of the Yangtze River. Yalong River has abundant water resources, and a total of 22 hydropower stations are planned in the main stream, with a total installed capacity of about 30 million kWh and an annual power generation of about 150 billion kWh.
At present, there are seven hydropower stations in the Yalong River basin, including Lianghekou, Yangfanggou, Jinxi, Jindong, Guandi, Ertan, and Tongzilin. Among them, Lianghekou, Jinxi, and Ertan are the three reservoirs with regulating performance, and the Lianghekou is a multiyear regulating reservoir. Their geographical locations are shown in Figure 7 . In this case, the seven reservoirs mentioned above are taken as the research object, and the ESOC including multi-year regulating reservoir is studied. Some basic parameters of each reservoir are shown in Table 1 . In this case, the seven reservoirs mentioned above are taken as the research object, and the ESOC including multi-year regulating reservoir is studied. Some basic parameters of each reservoir are shown in Table 1 . 
Case Study
Basin Introduction and Basic Data
Results and Discussion
Typical Dry Years Selection
At present, we have a ten-day runoff series from June 1957 to May 2019, a total of 62 years, which means M = 62 in the Formula (3). According to Formula (3), the corresponding inflow frequencies for each hydrological year of each station are shown in Table 2 . Form Table 2 , it can be seen that the inflow frequencies of the three stations are not exactly the same in the same year except for a few years (such as 1965-1966). Using the aforementioned method of calculating the overall inflow frequency of the whole basin in Section 2.2, the overall inflow frequency of each year can be obtained, and they are shown in Table 3 and Figure 8 by ascending order. In Figure 8 , the abscissa is the year which corresponds to the ascending order of the overall inflow frequency of the river basin, so the year in abscissa is not in the order. From Figure 8 , it can be seen that although the inflow frequencies of the three stations vary in the same year, they all fluctuate near the inflow frequency of the whole basin, and the overall trend of change is the same.
Because the typical runoff of dry years are needed in drawing ESOC, according to the results of Table 3 , 10 dry years with the lowest frequency are selected, which are 2007-2008, 2002-2003, 2011-2012, 1984-1985, 1986-1987, 1959-1960, 1983-1984, 2006-2007, 1994-1995, 1973-1974. 
Output coefficients optimization
In order to clearly express the steps of the output coefficients optimization mentioned in Section 2.3, we use a given output coefficient array to do the optimization. The results are as follows:
(1) Provide the initial solution of output coefficients, such as (2.0, 1.8, 1.5, 1.2, 1, 1, 0.9, 0.8, 0.7, 0), draw the ESOC, and carry out the simulation. At this time, the corresponding average annual power generation is 1057.149 × 10 8 kWh, and the guaranteed rate is 0.999. (2) After the first round of optimization, the optimal output coefficients are (2.2, 1.8, 1.2, 1, 1, 1, 1, 0.8, 0.7, 0, 0, 0), and the corresponding average annual power generation is 1060.0047 × 10 8 kWh, the guaranteed rate is 0.991. Remove the repetition of 1 and 0, and change the number of curves to 8, then obtain the updated output coefficients, which are (2.2, 1.8, 1.2, 1, 1, 0.8, 0.7, 0). (3) After re-optimization, get the output coefficients (2.2, 1.8, 1, 1, 1, 1, 0.7, 0, 0, 0) , and the average annual power generation is 1067.2245 × 10 8 kWh, the guaranteed rate is 0.9858 at this moment. Remove the repetition of 1 and 0, and change the number of curves to 6, then, obtain the updated output coefficients, which is (2.2, 1.8, 1, 1, 0.7, 0). (4) Re-optimization again, the optimization results are (2.1, 1.8, 1, 1, 0, 0) . At this time, the average annual power generation is 1067.482 × 10 8 kWh, and the guaranteed rate is 0.9883. After removing the duplicate items, the results are (2.1, 1.8, 1, 1, 0 ). (5) Re-optimization again, the results are (2.1, 1.8, 1, 1, 0) . At this time, the results of the adjacent two optimizations are no longer changed, so the final output coefficients, i.e., (2.1, 1.8, 1, 1, 0) , are the optimal.
In the case study, we randomly generated 100 initial solutions with 5 times guaranteed output as the maximum output and 0.1 times guaranteed output as the output discrete interval, and In Figure 8 , the abscissa is the year which corresponds to the ascending order of the overall inflow frequency of the river basin, so the year in abscissa is not in the order. From Figure 8 , it can be seen that although the inflow frequencies of the three stations vary in the same year, they all fluctuate near the inflow frequency of the whole basin, and the overall trend of change is the same.
Output Coefficients Optimization
(1) Provide the initial solution of output coefficients, such as (2.0, 1.8, 1.5, 1.2, 1, 1, 0.9, 0.8, 0.7, 0), draw the ESOC, and carry out the simulation. At this time, the corresponding average annual power generation is 1057.149 × 10 8 kWh, and the guaranteed rate is 0.999. (2) After the first round of optimization, the optimal output coefficients are (2.2, 1.8, 1.2, 1, 1, 1, 1, 0.8, 0.7, 0, 0, 0), and the corresponding average annual power generation is 1060.0047 × 10 8 kWh, the guaranteed rate is 0.991. Remove the repetition of 1 and 0, and change the number of curves to 8, then obtain the updated output coefficients, which are (2.2, 1.8, 1.2, 1, 1, 0.8, 0.7, 0). (3) After re-optimization, get the output coefficients (2.2, 1.8, 1, 1, 1, 1, 0.7, 0, 0, 0), and the average annual power generation is 1067.2245 × 10 8 kWh, the guaranteed rate is 0.9858 at this moment. Remove the repetition of 1 and 0, and change the number of curves to 6, then, obtain the updated output coefficients, which is (2.2, 1.8, 1, 1, 0.7, 0). (4) Re-optimization again, the optimization results are (2.1, 1.8, 1, 1, 0, 0). At this time, the average annual power generation is 1067.482 × 10 8 kWh, and the guaranteed rate is 0.9883. After removing the duplicate items, the results are (2.1, 1.8, 1, 1, 0). (5) Re-optimization again, the results are (2.1, 1.8, 1, 1, 0). At this time, the results of the adjacent two optimizations are no longer changed, so the final output coefficients, i.e., (2.1, 1.8, 1, 1, 0) , are the optimal.
In the case study, we randomly generated 100 initial solutions with 5 times guaranteed output as the maximum output and 0.1 times guaranteed output as the output discrete interval, and optimized these initial solutions according to the above optimization steps. The final result of the optimal output coefficients is (2.2, 2, 1.8, 1, 1, 0). At this time, the corresponding average annual power generation is 1067.7624 × 10 8 kWh and the guaranteed rate is 0.988. The corresponding ESOC is shown in Figure 9 , in which 5877 MW is the cascade guaranteed output. generation is 1067.7624 × 10 8 kWh and the guaranteed rate is 0.988. The corresponding ESOC is shown in Figure 9 , in which 5877 MW is the cascade guaranteed output.
In order to show the advantages and effectiveness of the optimization method proposed in this paper, we used the output coefficients, i.e., (1.2, 1.1, 1, 1, 0.9, 0.8, 0), obtained in the literature by Jiang et al. (2016) to draw and simulate the ESOC of this basin. The obtained power generation is 979.4922 × 10 8 kWh and the guaranteed rate is 0.999. It can be seen that although the guaranteed rate decreases to a certain extent after the optimization (from 0.999 to 0.988), the power generation has increased a lot, the absolute value has increased by 88.27 × 10 8 kWh, and the relative value increased by 9%, which is very significant, and also shows the importance of optimizing the output coefficients of ESOC. For the guaranteed rate, in fact, both of them have reached more than 98.5%, even though there are some differences between them, it has no effect in practical application. From Figure 9 , it can be seen that the output zone of the operation chart is mainly divided into four zones, i.e., the guaranteed output zone, reduced output zone, 1.8 times guaranteed output zone, and 2.2 times guaranteed output zone. The scale of the 1.8 times guaranteed output zone is the largest. Through the simulation method described in Section 2.1, the multi-year average water level process of each reservoir can be obtained, and the results of the three reservoirs with regulating performance are shown in Figure 10 . In order to show the advantages and effectiveness of the optimization method proposed in this paper, we used the output coefficients, i.e., (1.2, 1.1, 1, 1, 0.9, 0.8, 0), obtained in the literature by Jiang et al. (2016) to draw and simulate the ESOC of this basin. The obtained power generation is 979.4922 × 10 8 kWh and the guaranteed rate is 0.999. It can be seen that although the guaranteed rate decreases to a certain extent after the optimization (from 0.999 to 0.988), the power generation has increased a lot, the absolute value has increased by 88.27 × 10 8 kWh, and the relative value increased by 9%, which is very significant, and also shows the importance of optimizing the output coefficients of ESOC. For the guaranteed rate, in fact, both of them have reached more than 98.5%, even though there are some differences between them, it has no effect in practical application.
From Figure 9 , it can be seen that the output zone of the operation chart is mainly divided into four zones, i.e., the guaranteed output zone, reduced output zone, 1.8 times guaranteed output zone, and 2.2 times guaranteed output zone. The scale of the 1.8 times guaranteed output zone is the largest. Through the simulation method described in Section 2.1, the multi-year average water level process of each reservoir can be obtained, and the results of the three reservoirs with regulating performance are shown in Figure 10 .
Under the above drawdown levels, the variation of the average annual power generation of the Lianghekou reservoir itself is shown in Table 4 . From Table 4 , it can be seen that with the increase of drawdown level, the power generation of the Lianghekou reservoir increase gradually. Generally, with the rising of the drawdown level, the water head of the reservoir increases, but because of retaining a part of the water, the benefit of the water quantity will be reduced. However, generally speaking, the water head benefit is better than the water quantity benefit. Therefore, for the Lianghekou reservoir, the increase of drawdown level will increase the water head, and so that increases the power generation benefit. However, from Table 5 , it can be seen that, as for cascade system, with the rising of the drawdown level of the Lianghekou reservoir, the power generation of cascade system decreases gradually. The reason is that the sum of the water head of downstream reservoirs is very large. If the drawdown level of the Lianghekou reservoir rises and the reservoir retains a part of the water, the available water of the downstream reservoirs will be reduced, which makes the water head of the downstream reservoirs unable to produce benefits on this part of the water, so the total cascade power generation will be reduced.
Besides, it is found that, with increasing drawdown level, the reduction of cascade total power generation is greater than the power generation increment of the Lianghekou reservoir, as shown in Figure 11 . Therefore, the optimal drawdown water level of the Lianghekou reservoir is 2785 m for the cascade system. This result shows that, when the cascade system contains a multi-year regulating reservoir and it is located at the upstream of the basin (the sum of downstream water heads is relatively large at this point), the operation mode of the multi-year regulating reservoir under joint operation is quite different from the single reservoir operation. When a multi-year regulating reservoir is operated alone, considering the head benefit of the reservoir itself and the water consumption in subsequent years, its water level generally does not drawdown to the dead water level, and there is an optimum drawdown level. However, when a multi-year regulating reservoir is jointly operated with other reservoirs, considering the water head benefit of downstream reservoirs, the multi-year regulating reservoir will not retain water, but will fall to the dead water level at the end of the year.
Summary and Conclusions
Taking the cascade system of seven reservoirs in the Yalong River basin as an example, this paper studied the optimal selection of typical runoff of dry years considering the inflow frequency inconsistency of the basin, the optimization of the output coefficients of ESOC, and the optimization of ESOC in which the multi-year regulating reservoir is included, and the following conclusions can be summarized.
(1) The proposed selection method of typical dry years based on the minimum square sum of frequency difference can effectively consider the inflow frequency inconsistency of upstream and downstream and make the typical runoff processes representing the whole basin more reasonable. In the case study, we selected 10 dry years with the lowest frequencies by this method, and the ESOC is drawn based on this. (2) The optimization method of output coefficients and the method of generating an initial solution proposed in this paper can quickly and accurately find out the best output coefficients, and effectively solve the influence of output coefficients on the results of ESOC. In the case study, under the optimal output coefficients, the annual average power generation of the seven reservoirs in Yalong River can reach 1067.76 × 10 8 kWh, and compared with previous research results the total power generation of cascade system increased by 9%. (3) Aiming at the end-of-year drawdown level problem of multi-year regulating reservoirs, through the case study, it is found that when a multi-year regulating reservoir participates in the joint operation of cascade system and the sum of downstream reservoirs is large, the optimum of endof-year drawdown level is the lower limit of the allowable operating water level range, and this conclusion is different from that of a multi-year regulating reservoir operated alone. This result shows that, when the cascade system contains a multi-year regulating reservoir and it is located at the upstream of the basin (the sum of downstream water heads is relatively large at this point), the operation mode of the multi-year regulating reservoir under joint operation is quite different from the single reservoir operation. When a multi-year regulating reservoir is operated alone, considering the head benefit of the reservoir itself and the water consumption in subsequent years, its water level generally does not drawdown to the dead water level, and there is an optimum drawdown level. However, when a multi-year regulating reservoir is jointly operated with other reservoirs, considering the water head benefit of downstream reservoirs, the multi-year regulating reservoir will not retain water, but will fall to the dead water level at the end of the year.
(1) The proposed selection method of typical dry years based on the minimum square sum of frequency difference can effectively consider the inflow frequency inconsistency of upstream and downstream and make the typical runoff processes representing the whole basin more reasonable.
In the case study, we selected 10 dry years with the lowest frequencies by this method, and the ESOC is drawn based on this. (2) The optimization method of output coefficients and the method of generating an initial solution proposed in this paper can quickly and accurately find out the best output coefficients, and effectively solve the influence of output coefficients on the results of ESOC. In the case study, under the optimal output coefficients, the annual average power generation of the seven reservoirs in Yalong River can reach 1067.76 × 10 8 kWh, and compared with previous research results the total power generation of cascade system increased by 9%. (3) Aiming at the end-of-year drawdown level problem of multi-year regulating reservoirs, through the case study, it is found that when a multi-year regulating reservoir participates in the joint operation of cascade system and the sum of downstream reservoirs is large, the optimum of end-of-year drawdown level is the lower limit of the allowable operating water level range, and this conclusion is different from that of a multi-year regulating reservoir operated alone. 
